
DIMENSIONS & 
WEIGHTS

HARDNESS TESTERS (INCLUDING PACKAGING)

* This information is based on the average weight of our machines, exceptions may occur. 

PRODUCT LENGTH(CM) WIDTH(CM) HEIGHT(CM) WEIGHT (KG)* M3

FALCON 300G2 93 53 108 143 0.53

FALCON 400G2 93 53 148 148 0.73

FALCON 450G2 93 53 108 143 0.53

FALCON 500G2 86 81 107 162 0.75

FALCON 600G2 86 81 107 172 0.75

FALCON 800G2 95 80 145 180 1.10

FALCON 5000G2 95 80 145 320 1.10

FENIX 200 Series 88 54 101 160 0.48

FENIX 300RS 88 54 101 160 0.48

FENIX 300RS-IMP 88 54 101 163 0.48

FENIX 300U 88 54 101 166 0.48

FENIX 300XL 88 54 124 200 0.59

HAWK 250RS 88 53 100 156 0.47

HAWK 400RS 88 53 122 190 0.57

HAWK 400RS-IMP 88 53 122 190 0.57

HAWK 651RS 104 85 184 362 1.63

HAWK 652RS-IMP 104 85 184 424 1.63

NEMESIS 5100G2 95 80 145 320 1.10

NEMESIS 6100/6200 104 86 165 259 1.48

NEMESIS 9100RS(B) 100 90 185 416 1.67

NEMESIS 9100 100 90 185 414 1.67

NEMESIS 9600RS(B) 140 94 245 1345 3.22

NEMESIS 9600 140 94 245 1345 3.22

NEXUS 605 85 70 107 160 0.64

NEXUS 3100/3200 85 65 100 176 0.55

NEXUS 3001XLM-IMP 85 65 120 210 0.66

NEXUS 3300(M) 92 84 155 370 1.20

NEXUS 3300FA 92 84 155 361 1.20

NEXUS 3400(M) 92 84 155 455 1.20

NEXUS 3400FA 92 84 155 532 1.23

NEXUS 8100 92 83 166 496 1.27



DIMENSIONS & 
WEIGHTS

MACHINE STANDS (INCLUDING PACKAGING)

PRODUCT LENGTH(CM) WIDTH(CM) HEIGHT(CM) WEIGHT (KG)* M3

UN-STAND/950 85 80 101 120 0.69

UN-STAND/955 100 80 78 115 0.62

UN-STAND/956 100 80 78 115 0.62

UN-STAND/960 85 80 101 120 0.69

UN-STAND/965 160 85 101 170 1.37


